FALS 1014 GRAND TURBO
1NNl RANGEHOOD

Control grease and smoke
with this specially designed ventilation system

« Powerful dual motors with 3 fan speeds
- Stainless steel construction

- Ducting included — Ensures smoke and smells are directed outside

» Removable filters for easy cleaning :_—Ir 220, - dmm hales
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Compliance with local regulations or your i
particular barbegue's requirements may (T
require more than 1 200mm separation o — - .
between the hood and the cooking surlace ._' _ | — All maasuraments in mm




Professional installation required. These are two installation options:

Ceiling /Roof External wall
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Additional wall outlets required:

Chimney sold separately:

-

2 ¥ Rain cowls 2 % Hues
(MXCRE2) (MXSL1000552)

2 v Wall outlets

Refer to vour installer for supply of approprizte
Metal Roof Flashing (DEKTITEPHM]) wall outlet,

Tile Roof Flashing (DEKTITEPHT)

SPECIFICATIONS

» 240V 50Hz - fits standard power points

« Dimensions {mm): 470H x 1195%W ¢ 7000

« 3 spee soft touch switch with LCD display

= 2% 150mm outiet

« Grade 304 stainless steel construction

= Duct cover dimensions {mmj: 410W x 2950 - Duct cover height adjustable 495 - 750mm
- Dual motors and outlets

= Airflow capacity; 2000 cubic metres per hour

= 8 Grade 104 stainles: steel filters — dishwacher safe

= 6w overhead LED lamps

- & mounting holes at the rear - incledes expansion bolts

Warranty: 5 years for the motors, 2 years for all other components



